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EXPERIMENTAL STABILITY AND CONTROL RESULTS AT 

MACH 19 OF  AN ENTRY VEHICLE DESIGNED FOR 

AN INTERMEDIATE LIFT-DRAG RATIO 

By Patrick J. Johnston and Robert D. Witcofski 
Langley Research Center 

SUMMARY 

An exploratory investigation of the longitudinal, lateral, and directional stability 
and control characteristics of a lifting entry vehicle has been conducted at a Mach num- 
ber of 19 and a Reynolds number, based on length, of 3.05 X 106. 
boundary layer is believed to be laminar over the model. The configuration, which w a s  
characterized by a large-volume fuselage, w a s  designed to achieve a trimmed maximum 
lift-drag ratio of 2.0. Realistic centers of gravity dictated by packaging studies w e r e  
employed to evaluate the stability results. The effects on stability and performance of 
wing planform shape and size, ventral body fins, wing-tip fins, and body camber were 
examined. The final configuration, which included a shoulder-height wing with tip fins, 
achieved a trimmed maximum lift-drag ratio slightly in excess of 2.0 and was  stable in 
pitch and sideslip over the angle-of-attack range for which it could be trimmed in pitch. 

At these conditions the 

INTRODUCTION 

Some recent studies a t  the Langley Research Center have been concerned with 
defining the aerodynamic principles involved in achieving high lift-drag ratios at hyper - 
sonic Mach numbers. (See, for example, refs. 1 to 4.) These studies have been of a 
fundamental nature and have, therefore, concentrated on optimizing simple shapes for 
maximum lift-drag ratios. 
sacrifice in performance required for t r im and longitudinal, lateral, and directional 
stability of configurations with realistic volume distributions and center -of -gravity 
locations (ref. 5). 

The emphasis in more recent investigations has been on the 

The design of manned lifting entry vehicles is often compromised by the require- 
ment for flight over a wide range of speeds. 
the subsonic -hypersonic incompatibility problem is to decouple the landing mode from 
the entry mode of flight. Love (ref. 6)  discusses a number of aspects of the decoupled 
landing technique for maneuverable entry vehicles. With the assumption that a decoupled 

One promising technique for circumventing 



landing mode would be employed, the present investigation was directed toward defining 
a manned entry vehicle capable of a hypersonic lift-drag ratio of about 2.0 and exhibiting 
longitudinal, lateral, and directional stability at Mach numbers experienced shortly after 
entry. The effects on stability and performance of nose shape (which included cant angle, 
camber, and length), various wing planforms and locations, and several  fins and s t rakes  
were determined for  a basic body shape of sufficient volume for  the convenient placement 
of men and equipment. The investigation was conducted in the Langley 22-inch helium 
tunnel at a Mach number of 19.1 and a Reynolds number of 3.05 x lo6  based on the model 
length. 

SYMBOLS 

The data in the present investigation are referred to the body-axis system except 
for  the lift and drag coefficients, which a r e  referred to the stability-axis system. 

b characteristic length for rolling moment and yawing moment 
(equal to  width of body at base) 

CD 

CL 

C1 

drag coefficient, Drag 
q s  

l i f t  coefficient, 

rolling-moment coefficient, Rolling moment 
qSb 

Cm pitching-moment coefficient about moment center at 0.6432 or  0.6051 
Pitching moment 

qsz 

nor mal -f or ce coefficient , 

(see fig. l), 

Normal force 
CN q s  

Cn yawing-moment coefficient about moment center at 0.6431 or  0.6052 
Yawing moment 

qSb 
(see fig. l), 

CY 
Side force 

q s  
side-force coefficient, 
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lift-drag ratio 

maximum lift-drag ratio 

body length (see fig. 1) 

dynamic pressure 

radius of curvature 

planform area of body 

exposed wing semispan 

angle of attack of body reference line, deg 

angle of attack for maximum lift-drag ratio, deg 

angle of sideslip, deg 

elevon deflection angle, positive when trailing edge is down, deg 

deflection angle of right-hand rudder, referred to fuselage axis, deg 

fin dihedral angle defined in figure l ( 2 )  

Model component designations: 

N nose 

B body 

W wing 

F fin 

S s tr ake 
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CONFIGURATIONS 

Sketches of the models employed in the investigation are shown in figure 1, and 
photographs of typical configurations are presented in-figure 2. Geometric details of the 
initial fuselage shape, N1B1, are illustrated in figure l(a). The moment reference center 
indicated in this figure corresponds to a center-of-gravity location 27 feet (8.2 m) from 
the nose of a 42-foot (12.8-m) vehicle and is the aft l imit  considered in this study. Var- 
ious internal-systems layouts indicated the possibility that a realistic forward limit on 
the center of gravity of 25 feet (7.6 m) could be achieved. 
evaluating the stability of configurations incorporating fuselage NIB1, the fore and aft 
center -of -gravity l imits were 0.5941 and 0.6431 , respectively. 

Thus, for the purpose of 

During the course of the investigation, the effects on stability and performance of 
several  variations in nose shape were determined; these included variations in cant angle, 
camber, and length. The original nose shape and the modifications are shown in fig- 
ures  l(b) to l(e). The shorter models in these figures correspond to a full-scale length 
of 38 feet (11.6 m); and since they represented only a small  change in the longitudinal 
volume distribution, it was assumed that the full-scale center of gravity would remain a 
fixed distance from the fuselage base. 
and l(e), the corresponding full-scale center-of-gravity limits range from 21 to 23 feet 
(6.4 to 7.0 m, o r  0.5531 to 0.6051). 

Thus, for the configurations shown in figures l(c) 

During the initial phase of the investigation, three wing planforms were studied; 
The vertical locations of the wings were such these are shown in figures l(f)  to l(h). 

that the root chord of the upper surface coincided with the fuselage reference line. 
lower surface of these wings was  flat, and provisions were made for trailing-edge elevons 
as illustrated. 
root-chord thickness was constant (and corresponded to 6 inches, o r  15.2 cm, for the 
full-scale vehicle), and at the point where the wing leading edge joined the body, the upper 
surface blended into the vertical side of the fuselage. Moving rearward of this intersec- 
tion, the lines generating the upper surface rotate toward the horizontal reference plane 
of the body. The concept of a constant root-chord thickness was employed in an  attempt 
to simplify the wing attachment and alleviate potential thermostructural problems. 

The 

Wings W1 to W3 were somewhat unusual in upper surface contour; the 

As the investigation proceeded and it became apparent that more stabilizing area 

Unlike the previous group of three wings, these had 
would be required, additional wings were fabricated; these wings, designated W4 and W5, 
are shown in figures l ( i )  and l ( j ) .  
constant upper-surface wedge angles; their vertical location on the fuselage was the same 
as that of the first three wings, however. 

Various fuselage fins and s t rakes  were also investigated and are shown in fig- 
u re s  1(1), l(m), and l(n). The fins were fabricated of 0.040-inch-thick (1.016-mm) brass  
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sheet and incorporated a 15' bevel on the leading edges. 
it was  on the leeward side of the fin when the configuration was  at positive angles of 
attack. The strake shown in figure l(m) was 0.008 inch (0.2032 mm) thick and was 
located in the reference plane of the body. Although the thickness ratios of the various 
fins and strakes were not realistic, their dimensions facilitated fabrication and permitted 
a quick assessment of their stabilizing effectiveness. Duplication of realistic thickness 
ratios for the purpose of accurate performance measurements was  of secondary impor- 
tance in this phase of the investigation. 

This bevel was situated so that 

Two configurations were studied in the final phases of the investigation; they are 
Both incorporate wing W4 modified to allow for tip fins shown in figures l ( o )  and l(p). 

with a loo toe-in angle. 
on the sides of the fuselage and wing trailing-edge controls. The fin leading edges were 
beveled on the inboard surfaces. 

The configuration shown in figure l(p) had rudder panels mounted 

One modification was made to body B1 during the investigation. This body, desig- 
nated B2, is shown in figure l ( f ) .  
adjacent to the body and beneath wing W1. 
tour of the fuselage. 

The modification consisted of filling in the area 
This fairing w a s  blended into the lower con- 

For the purpose of comparing various configurations and evaluating the contribu- 
tions of various components, the body planform area, length, and width at the base were 
employed to reduce the force and moment data to coefficient form. 
are given in table I and the actual model values are given in table 11. 

The reference values 

TABLE 1.- REFERENCE AREAS AND LENGTHS 

Configuration - 

in2 

22.001 

21.559 

22.001 

21.006 

22.001 

S 

cm2 

141.94 

139.09 

141.94 

135 .52 .  

141.94 

in. 

15.000 

13.572 

15.000 

13.572 

15.000 

1 

cm 

38.100 

34.473 

38.100 

34.473 

38.100 

in. 

2.286 

2.286 

2.286 

2.286 

2.286 
.... ~ 

b 

cm 

5.806 

5.806 

5.806 

5.806 

5.806 

~. 
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TABLE II.- ACTUAL MODEL AREAS AND LENGTHS 

Configuration 
in2 

22.001 

21.559 

22.001 

21.006 

26.784 

26.784 

30.355 

32.651 

32.176 

35.926 

25.829 

31.184 

26.382 

S 
~ 

cm2 

141.94 

139.09 

141.94 

135.52 

172.80 

172.80 

195.84 

210.65 

207.59 

231.78 

166.64 

201.19 

170.21 
. .  

in. 

15.000 

13.572 

15.000 

13.572 

15.000 

15.000 

15.000 

15.000 

15.000 

15.000 

13.572 

13.572 

13.572 

2 

c m  

38.100 

34.473 

38.100 

34.473 

38.100 

38.100 

38.100 

38.100 

38.100 

38.100 

34.473 

34.473 

34.473 

in. 

2.286 

2.286 

2.286 

2.286 

3.572 

3.572 

3.572 

3.572 

5.000 

6.000 

3.572 

5.000 

3.572 

b 

em 

5.806 

5.806 

5.806 

5.806 

9.073 

9.073 

9.073 

9.073 

12.700 

15.240 

9.073 

12.700 

9.073 

APPARATUS AND TESTS 

The investigation was  conducted at a nominal free-stream Mach number of 19.1 in  
the Langley 22-inch helium tunnel. Operational characteristics of this facility are given 
in reference 7 and details of the flow characteristics of the contoured nozzle (in which 
the present tes ts  were made) a r e  available in reference 8. Stagnation pressures  were 
automatically regulated at 500 psig (3447 kN/m2). Stagnation temperatures diminished 
during the course of each test  as a result of the decreasing reservoir pressure;  measure- 
ments indicate an average of about 800 F (300' K). At a s t ream Mach number of 19.1, 
these stagnation conditions provided a Reynolds number, based on a model length of 
15.00 inches (38 cm), of 3.05 X lo6. On the basis of the experimental work reported in 
reference 9, it is presumed that the boundary layer over the model was laminar for  the 
present investigation. 
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The models, which were attached to internal, sting-mounted strain-gage balances, 
were continuously pitched during the course of each test. The balance and base-pressure- 
transducer outputs were sampled and recorded on a high-speed analog-to-digital recording 
system twice at the selected angles of attack: once when the model was being pitched in 
the positive direction and again when the model was pitched in the negative direction. 
Generally, only the average of these two sets of data (at the same a) are presented; how- 
ever, when differences a r e  large enough to be apparent on the plots, both se t s  of data are 
shown to indicate their magnitudes. Details of the data-acquisition techniques employed 
in this tunnel are available in reference 7. 

Base pressures  were measured for the purpose of adjusting the balance axial forces 
to a condition where free-stream pressure acted over the fuselage base area. 
measurements, a small, high-response differential pressure transducer was located 
outside the tunnel wall  with the sensing side of the transducer attached to tubing of 
0.090-inch (2.3-mm) inside diameter which, in turn, was taped to the model support sting. 
Pressures  on the reference side of the transducer were maintained at approximately 
10 microns of mercury. 
with this technique of simultaneous force and pressure measurements on a continuously 
pitching model has shown that, although the pressure transducer experiences a small 
time lag due to the length of tubing from the model base to the gage, the e r r o r s  in pres- 
sure  a re  of such a small magnitude that the resulting increments in axial force a re  gen- 
erally within the accuracy range of the strain-gage balance. 

For these 

The transducer was calibrated before each test. Experience 

RESULTS AND DISCUSSION 

Exploratory Results 

Longitudinal stability and performance data obtained on configuration N1 B1 in 
combination with wings W1, W2, and W3 a r e  shown in figures 3, 4, and 5, respectively. 
The performance data indicate that these configurations achieved maximum lift-drag 
ratios somewhat above 2. The stability data indicate that with wings W1, W2, and WQ, 
the configuration is unstable about a center of gravity at 0.6432. 
at aopt = 8 O  with zero elevon deflection, wing W1 would require a center-of-gravity 
location at 51.7 percent of the body length. 
centers of gravity at 52.6 and 50.4 percent of the length. It is noted that these centers of 
gravity a r e  all well ahead of the forward limit of 0.5941 which packaging studies had 
previously indicated to be realistic. 

For t r im to occur 

Similarly, wings W2 and W3 would require 

An inspection of the results in figures 3 to 5 shows that the elevon effectiveness 
varied considerably over the angle-of -attack range. Negative elevon deflections, for  
example, were much more effective at negative angles of attack than corresponding 
deflections at positive angles of attack. This greater effectiveness is believed to be 
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associated with extensive regions of separated flow over the upper surfaces of the con- 
figuration which are promoted by the negatively deflected controls. It is also of interest 
to note that the control effectiveness near an angle of attack of zero was  somewhat greater 
for wing W1 than for  wings W2 and W3. This behavior is apparently due to the longer root 
chord of the latter wings, which would cause thicker boundary layers at the elevons. At 
angles of attack near (L/D)", the control effectiveness for all three wings was essen- 
tially the same, indicating a more nearly equivalent flow condition on the three wings. 

Figure 6 contains the stability and performance results obtained on configuration 
N2B1W1, which incorporates a shorter and more highly cambered nose than N1. As a 
result of the slightly blunter nose, some loss in  maximum lift-drag ratio occurred for 
this configuration as compared with NlBlWl (from about 2.25 to 2.0). It w a s  determined 
from figure 6(b) that configuration N2B1W1 could be trimmed at (L/D),, with a center 
of gravity at 0.4621 which, again, is well ahead of the forward limit of 0.5531 specified 
by systems studies and internal-equipment layouts. 

Inasmuch as the configurations incorporating noses N1 and N2 and wings W1, W2, 
and W3 were unstable about the center-of-gravity locations selected on the basis of pack- 
aging requirements, several  modifications to improve the stability were investigated. 
These alterations included wings W4 and W5 and body B2. The wings, which have the 
same root-chord length as wing W1, represent planform-area additions, while N1B2, 
which has the same planform area  as N1B1W1, represents an appreciable increase in 
fuselage volume. Also 
included for comparison a r e  the data obtained on the isolated body, N1B1, and the wing- 
body combination, NiBiW1. 

The effects of these modifications a r e  summarized in figure 7. 

As expected, the performance data in figure 7(a) indicate that the additional wing 
a rea  improves the maximum lift-drag ratio while configuration N1B2, which represents 
additional volume, has a lower maximum lift-drag ratio than the isolated body N1B1. 
Figure "(a) also includes some interesting information concerning the lift effectiveness 
of the various wings and bodies. For example, at positive angles of attack wing W1 did 
not provide significant increases in lift coefficient over that obtained for the isolated 
body, N1B1. Further, the high-volume configuration, N1B2, which has a projected plan- 
form a rea  equivalent to NIBIW1, achieved nearly the lift of N1B1W4 despite the fact that 
the increase in width (in excess of the isolated body) was only 47 percent of that for 
wing W4. 
slenderest wing, W1, and the sizable increments provided by body N1B2 that, for the 
particular body shape of this investigation, the lifting surfaces a r e  relatively ineffective 
as a result  of their placement at the shoulder. 

Thus, it may be inferred from the small  increments in lift provided by the 

The stability results of the five configurations are compared in figure 7(b), where 
the pitching moments are referred to the rearward center-of-gravity limit, 0.6431. 
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The configuration incorporating wing W5 was the only one of those shown that could be 
trimmed at a! 

also the only one that possessed positive longitudinal stability when trimmed at the angle 
of attack for (L/D),=. 

within the center-of-gravity limits specified (0.6431 to 0.5941) and opt 

The small  increments in  lift between the isolated body and, for  example, configura- 
tion N1B1W1 prompted a closer examination of the effect of increasing the span of the 
wing on normal force and pitching moment. The experimental increments in CN and 
Cm due to the addition of the various wings to the body are compared in figure 8 with 
calculations based on flat-plate-modified impact theory (ref. 10) assuming isolated 
panels. The wing contributions to CN and Cm are shown in  figure 8(a) as a function 
of the angle of attack. These data have been cross-plotted in figure 8(b) to indicate the 
wing contributions at a fixed angle of attack near (L/D)mz. It is apparent from these 
results that the wings do not ac t  as isolated panels and that the flow fields about these 
configurations are dominated by the relatively large fuselage. Further, it is anticipated 
that these interference effects will vary considerably over the flight Mach number range 
in which the vehicle operates in the entry flight mode. 

Nose Camber and Cant 

One technique for  limiting the forward center-of-gravity shift necessary to t r im 

Two modified versions of noses N1 and N2 were fabricated. 
these vehicles at (L/D),= is to reduce the pitching moment by decreasing the camber 
or  cant angle of the nose. 
Nose N3 had the same length and planform area as N1. 
nose N2 but had a somewhat smaller projected planform area inasmuch as in the planform 
view it was composed of straight-line elements (compare figs. l (c)  and l(e)). 

Nose N4 had the same length as 

Figures 9 and 10 summarize the results obtained by varying the cant angle and 
It is observed that reducing the camber on the long- and short-nosed configurations. 

cant angle and camber resulted in beneficial increments in pitching moment along with 
moderate improvements in maximum lift-drag ratio. 

Ventral Fins 

Inasmuch as the isolated body achieved a maximum lift-drag ratio of 2.2, which 
was greater than the original goal of 2.0, and since it was  desirable to minimize the 
lifting surfaces added to this body, other devices were considered for  the purpose of 
obtaining longitudinal stability. 
wings, one expedient which suggested itself was stabilizing surfaces mounted on the lower 
rear portion of the body. 
i n  figure l ( 1 ) .  They were tested at both positive and negative dihedral angles as well as 
at zero dihedral. The longitudinal characterist ics of the N4BI configuration with the 

In view of the previous results with the shoulder-height 

The fins chosen for  this phase of the investigation are shown 
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various fins are shown in figures ll(a) and ll(b); the moment data are referred to a 
fuselage station at 0.6051. 

The performance data in  figure ll(a) indicate that the addition of the fins did not 
significantly affect the maximum lift-drag ratio. It is of interest  to note that at zero 
angle of attack the fins produced negative lift increments, while at angles of attack greater 
than 2O, positive increments were realized. Beyond a = 2O the upward canted fin, F8, 
provided the smallest increment in lift. 

The longitudinal stability results obtained with these fins (fig. l l (b))  show that 
at zero angle of attack all but fin F7 (canted down 45') provided a positive increment in 
pitching moment. These positive increments in Cm at low angles of attack a r e  probably 
associated with the location of the fins in the flow field of the nose. 
absence of these local flow-field effects, the axial-force contribution of the fins would be 
expected to yield a negative increment in pitching moment. In the present instance, 
however, the flow direction in the neighborhood of the fins apparently is such that the flow 
impinges on the upper surface of the fin, yielding a negative increment in normal force 
and a net positive increment in pitching moment at low angles of attack. It is observed 
in  figure l l ( b )  that the downward canted fins, F6 (at -300) and F7 (at -45O), yield some- 
what smaller increments than the uncanted fin, F5. As the angle of attack increases, the 
fins move out of the nose flow field and begin providing negative inputs to pitching moment. 
Fin Fa, which was  canted upward 30°, provided a somewhat smaller stabilizing input than 
the other fins at the higher angles of attack. 

Ordinarily, in the 

From the results in figure l l (b) ,  it was determined that configuration N4B1 could 
be trimmed with positive stability at (L/D),, with fins F5, Fg, and F7 with a center 
of gravity located at 0.5712, which was within the specified forward limit of 0.5531. 
selection of a center of gravity at 0.5711, however, results in an unstable configuration 
below o! = 4' and thus limits the potential t r im capabilities of the vehicle. 

The lateral and directional characteristics of configuration N4B1 a r e  shown in 
figure l l (c) .  It is noted that, although the fins were effective stabilizing surfaces in 
pitch, the isolated body did not possess sufficient lateral  stability to overcome the nega- 
tive dihedral effect introduced by the fins, particularly at low .angles of attack. Further, 
the fins that were most effective in pitch (F5 and F6) provided the largest  destabilizing 
roll inputs. The variation with angle of attack of the fin contribution to rolling moment 
is associated with the impingement of the flow from the nose on the upper surface of the 
windward fin, and the adverse roll contribution is observed to diminish at the higher 
angles of attack as the fins move out of the flow field created by the nose. 

The 

The isolated body is directionally unstable about a moment center at 0.6051, 
according to the results in figure 11(c). As expected, the downward canted fin, F6, 
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provided the largest  stabilizing input to yawing moment as a result of its greatest pro- 
jected side area. This input is observed to diminish as the angle of attack increases, 
how ever. 

In an effort to improve the lateral and directional characteristics of configuration 
N4B1F5, it w a s  tested with the addition of a strake (fig. l (m))  and an upward canted fin 
(Fg, fig. l(m)), and the results are given in  figure 12. 

The performance data in figure 12(a) indicate no changes in lift at positive angles of 
attack, but a higher drag and a subsequent loss in L/D as a result of adding either the 
strake o r  fin Fg. Both the strake and fin Fg increased the stability of the configuration; 
the increments were small however (fig. 12(b)). 

Lateral and directional characteristics of the N4B1 F5 configuration incorporating 
the strake S i  and the fuselage fin Fg  are shown in figure 12(c), where it may be observed 
that either surface provided stabilizing inputs in C1 and CnP With fin Fg, for exam- 
ple, the configuration becomes laterally stable at a! = 40 but still requires substantial 
increases in yawing moment to realize directional stability, even when the moment data 
a r e  transferred to a center of gravity at 0.5831, which, according to the data in fig- 
ure 12(b), would allow the vehicle to be trimmed in pitch at the angle of attack for 
(L/D)". 
increment in yawing moment, as well as beneficial rolling-moment inputs at low angles 
of attack, the shielding effect of the body on such a fin at high angles of attack would have 
resulted in  a serious deterioration in directional stability. Thus, on the basis of these 
and other considerations, the more attractive approach for realizing longitudinal, lateral, 
and directional stability was  to employ a pair of tip fins mounted on one of the wings pre- 
viously investigated. Stability results for configuration NqB1Wq are presented in the 
following section. However, unlike the previous results on this wing which were obtained 
with the long fuselage NIBl, the moment data will be referred to the rearward center-of- 
gravity limit for  the NIB1 fuselage, which is at 0.6051. 

P 

Although the addition of a body dorsal fin could have provided the necessary 

Performance and Stability of Configuration N4B1W4 

For this phase of the investigation the tips of wing W4 were modified to provide a 
Performance data on the isolated body, N4B1, the toe-in angle of 10' for the fins, F10. 

wing-body combination, NqBiWq, and the complete configuration, NqBiWqFio, a r e  shown 
in figure 13(a). Although the tip fins caused no reduction in  lift, their appreciably higher 
drag reduced the maximum lift-drag ratio somewhat, so  that the resulting 
for  the complete configuration approximately equals that of the isolated body. 

(L/D)" 

Figure 13(b) compares the longitudinal stability of the three configurations for a 
One apparent beneficial effect of the tip fins is to increase center of gravity at 0.6051. 

the stability level at small normal-force coefficients. On the basis of the results 
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presented in figure 13(b), the NqBlWqF10 configuration can be trimmed with zero control 
with a center-of-gravity position of deflection at 01 = 12’ (approximately (L/D) 

0,5751, which is within the forward limit of 0.5531. When trimmed at (L/D),=, how- 
ever, the complete configuration is slightly unstable at normal-force coefficients from 
0 to about 0.08. 

max> 

The stability of the three configurations in sideslip is shown in figure 13(c). It is 
noted that the addition of the wing to the isolated body substantially increased the angle- 
of-attack effect on lateral stability. The addition of the vertical tails produced a nearly 
constant increment in Clp for the angle-of -attack range investigated. Directionally, 
the vertical tails provided a sufficient increase in yawing moment to stabilize the con- 
figuration over the angle-of-attack range for a center of gravity at 0.6051. A center- 
of-gravity movement to 0.5751 (necessary for t r im at (L/D)”) will, of course, yield 
additional positive increments in the stability parameter It is also noted that the 
addition of the wing provided a small stabilizing input to yawing moment. 

Cnp. 

Although the data in figure 13 indicated that configuration N ~ B ~ W ~ F ~ O  satisfied the 
performance requirements, could be trimmed at (L/D),, within the specified center- 
of -gravity limits, and was  laterally and directionally stable, further attempts were made 
to improve the hypersonic characteristics. These included decreasing the vertical height 
of the tip fin to reduce the fin input to Clp and increasing the tail volume coefficient to 
increase the directional stability. The resulting configuration, designated NqBlWqF11, 
is shown in figure l(p). Provisions were made for wing trailing-edge elevons, and rud- 
de r s  fo r  directional control were located on the fuselage; such a location, in addition to 
avoiding structural complications associated with fin trailing-edge controls, also mini- 
mizes the adverse roll due to yaw control. 

Performance results obtained on configuration N4B1W4F11 a r e  shown in fig- 
ure  14(a). Static longitudinal stability results are given in figure 14(b) for a center of 
gravity at 0.6051. Trimmed characteristics for a center of gravity at 0.6051 a r e  sum- 
marized in figure 15(a). The maximum trimmed lift-drag ratio was  about 2.2, and a 
-200 elevon deflection provided a trimmed lift coefficient of 0.24 at (Y = 150 (fig. 15(a)). 
Shifting the center of gravity rearward to 0.6211 (fig. 15(b)) substantially increased the 
t r im angle-of-attack range and available lift coefficient for an equivalent elevon 
deflection. 

Sideslip data are shown in figure 16. It is observed that, although the magnitude 
of C1p was  less  at a! = 0’ than for the NqBlWqF10 configuration because of decreased 
fin height, the additional wing area  represented by the trailing-edge elevons substantially 
increased the effect of angle of attack on roll. Because the rudders were located on the 
sides of the fuselage, their inputs to roll were negligible. The yawing-moment results 

12 



in  figure 16 indicate that the configuration was directionally stable over the angle-of- 
attack range for which it could be trimmed in pitch. 

CONCLUSIONS 

An exploratory investigation of the longitudinal, lateral, and directional stability 
and control characteristics of a lifting entry vehicle has been conducted at a Mach num- 
ber of 19.1 and a Reynolds number, based on model length, of 3.05 X lo6. The purpose of 
these studies was  to define an entry-vehicle configuration capable of a hypersonic lift- 
drag ratio in  the neighborhood of 2.0 and exhibiting longitudinal, lateral, and directional 
stability. The effects on stability and performance of nose shape (which included cant 
angle, camber, and length), various wing planforms and locations and several fins and 
strakes were determined for a basic body shape of sufficient volume for the convenient 
placement of men and equipment. 
conclusions: 

The results of these studies indicate the following 

1. The isolated body, although longitudinally and directionally unstable, was capable 
of a maximum lift-drag ratio of 2.0. 

2. Highly swept shoulder -height wings proved relatively ineffective as longitudinal 
stabilizing devices, inasmuch as portions of the wing area  were embedded in the body 
flow field. 

3. Ventral fins were more effective than the shoulder-height wings as pitch- 
stabilizing devices but did not provide adequate directional stability and, in addition, 
caused the body to become laterally unstable. 

4. Favorable pitching-moment increments were achieved by reducing the fuselage 
nose cant or  camber, and slight increases in maximum lift-drag ratio also resulted. 

5. The final configuration, which incorporated shoulder -height wings and tip fins 
with a 10' toe-in angle, w a s  stable about all three axes and could be trimmed at a maxi- 
mum lift-drag ratio of 2.2 with a longitudinal. center -of -gravity location at 62.1 percent 
of the fuselage length. 

Langley Research Center, 
National Aeronautics and Space Administration, 

Langley Station, Hampton, Va., July 19, 1967, 
124-07-02-18-23. 
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(a) Configuration N1B1. Z = 15.000 in. 138.10 cm). 

Figure 1.- Model drawings. Al l  l inear dimensions are in terms of fuselage length. 
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(b) Configuration NIB1. Z = 15.00 in. (38.10 cm). 

+ 
I 
I View A-A r=.184 

(c) Configuration N2B1. Z = 13.572 in. (34.47 cm). 

(d) Configuration N3B1. I = 15.000 in. (38.10 cm). 

(e) Configuration N4B1. I = 13.572 in. (34.47 cm). 

Figure 1.- Continued. 
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(f) Configurations NIBIWl and N1B2. I = 15.000 in. (38.10 cm). 

(g) Configuration N1BlW2. Z = 15.000 in. (38.10 cm). 
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(h) Configuration NlB1W3. Z = 15.000 in. (38.10 cm). 

Figure 1.- Continued. 
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(i) Configuration N1B1W4 Z = 15.000 in. (38.10 cm). 
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Cj) Configuration NlBiW5. 2 = 15.000 in. (38.10 cm). 
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(k) Views showing typical wing installation. 

Figure 1.- Continued. 
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Fin +,deg 
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F6 -30 
F7 -45~shown) 
F8 30 

( 1 )  Var ious ventral  f i n s  for  configuration N4Bv Z = 13.572 in. (34.47 cm). 

(m) Strake S1 for configuration N4B1. 

(n) Upper body f i n  Fg fo r  configuration N4BL 

Figure 1.- Continued. 
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(0) Configuration N4BlW4F10 I = 13.572 in. (34.47 cm) 
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(p) Configuration N4B1W4Fll, 

Figure 1.- Concluded. 
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(a) Side view of configuration NIBIWp L-65-7438 

(6) Top view of Configuration NIBIWp L-65-7439 

(c) Side- view of configuration N ~ B I W ~  

Figure 2- Model photographs. 

L-65-8300 
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(a) Performance. 

Figure 3.- Stability and performance of configuration N1BiW1.  
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(b) Stability. 

Figure 3.- Concluded. 
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Figure 4.- Longitudinal stability and performance of configuration N1B1W2 
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(a) Performance. 

Figure 5.- Longitudinal stability and performance of configuration NlBiW3. 
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(b) Stability. 

Figure 5.- Concluded. 



(a) Performance. 

Figure 6.- Longitudinal stability and performance of configuration NZBIW1. 
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Figure 6.- Concluded. 
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Figure 7.- Effect of wing size and body volume on stability and performance. 
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(b) Stability. 

Figure 7.- Concluded. 
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Figure 8.- Theoretical and experimental wing contr ibut ion to CN and C,. 
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(b) Variation with exposed semispan; a = loo. 

Figure 8.- Concluded. 
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(a) Performance. 

Figure 9.- Effect of nose cant on  stability and performance. Reference length, 15.000 in. (38.10 cm). 
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Figure 9.- Concluded. 
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Fisure 10.- Effect of nose cant on stability and Derformance. Reference lenath. 13.572 in. (34.47 r m )  
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(b) Stability. 

Figure 10.- Concluded. 
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Figure 11.- Effect of ventral f i n  on the stability and performance of configuration N4B1. 
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(b) Longitudinal stability. 

Figure 11.- Continued. 
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(c) Lateral and directional stability. 

Figure 11.- Concluded. 

40 



-, 

I 
CL 

c 

-.I 

I 
Configuration 

(a) Performance. 

Figure 12.- Effect of fin F1 and strake S1 on the stability and performance of configuration N&FY 
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(b) Longitudinal stability. 

Figure 12.- Continued. 
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(c) Lateral and directional stability. 

Figure 12.- Concluded. 
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(a) Performance. 

Figure 13.- Effect of wing and t ip f ins  on the stability and performance of configuration N4B1. 
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(b) Longitudinal stability. 

Figure 13.- Continued. 
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(c) Lateral and directional stability. 

Figure 13.- Concluded. 
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Figure 14.- Longitudinal characteristics of configuration N4B1W4Fll. 
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Figure 14.- Concluded. 
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(a) Center of gravity at 0.6051. (b) Center of gravity at 0.6211. 

Figure 15.- A summary of the trimmed characteristics of configuration N4B1W4FI1. 
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Figure 16.- Stability and control characteristics of configuration N4B1W4F11 in sideslip. 
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